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Abstract. A long-period grating (LPG) was written into a progressive
three-layered single-mode fiber that was embedded into a flexible
platform as a curvature sensor. The spectral location and profile of the
LPGs were unaltered after implantation in the platform. The curvature
sensitivity was 3.747 nm m with a resolution of 61.131022 m−1. The
bend sensor is intended to be part of a respiratory monitoring system
and was tested on a resuscitation training manikin. © 2003 Society of
Photo-Optical Instrumentation Engineers. [DOI: 10.1117/1.1578497]
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A long-period grating ~LPG! is a UV light induced periodic
modulation of the refractive index of the core of a single-
mode optical fiber with a modulation depth of about 1024 and
a period typically between 100 and 60031026 m. The effect
of the LPG is to introduce a number of attenuation bands into
the fiber’s transmissivity, occurring at wavelengths where the
LPG enables phase-matched coupling between the guided
core mode and cladding modes.1 The study of the LPG’s at-
tenuation bands has yielded many potential applications. One
important area is in fiber-optic telecommunications, where,
for example, they have found use as wavelength-selective fil-
ters for flattening the gain spectrum of an erbium-doped fiber
amplifier.2 Over the past few years, the LPG has also found
numerous applications in the field of sensing through its sen-
sitivities to strain, bending and shape, temperature, and the
refractive index of the surrounding medium.3–7 The LPG sen-
sitivity can manifest itself in two ways; first through the spec-
tral shift in the attenuation band, which we refer to here as
spectral sensitivity, and second through a change in the
strength of the attenuation band, which we refer to as a spec-
tral profile variation.
In general, problems can arise when using an LPG that is
written into a conventional step-index single-mode fiber, ow-
ing to its spectral sensitivity to external influences. For tele-
communications and structural monitoring applications, prob-
lems occur when the fiber is recoated after the inscription
process or embedded in another material. In a step-index fiber,
the spectral position and strength of the LPG attenuation
bands are dependent upon the surrounding medium’s refrac-
tive index (ns) and in the process of recoating the fiber, ns
changes, thereby altering the spectral profile and position of
the attenuation bands. In some cases the attenuation bands
may even disappear. To overcome such problems, there has
been some interest in the spectral behavior of LPGs fabricated
in multilayered single mode optical fibers. Examples include
the use of air-clad8 or depressed-ladding9 fibers to desensitize
the structure to changes in the refractive index of the sur-
rounding medium.
Recent reports on the fabrication of LPGs in a single-mode
progressive three-layered ~PTL! fiber have shown that the552 Journal of Biomedical Optics d July 2003 d Vol. 8 No. 3
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paper, for the first time to the authors’ knowledge, experimen-
tal data relating to temperature and bending are presented for
an embedded LPG written in the PTL fiber. The intended
application for this device is as a shape sensor in monitoring
respiratory function, where the movement of the torso during
respiration must be monitored. The measurement of lung
function is generally based upon the use of spirometric de-
vices that either measure the volume of gases expired ~or
inspired! at the mouth, or the corresponding flow rate. The
measured output requires that an individual blow forcibly into
a mouthpiece attached to a recording system and as such pro-
vides no more than an averaged representation of lung func-
tion behavior and the condition of the respiratory system as a
whole.11–12 It is desirable to obtain detailed information on the
contribution to breathing of different regions of the chest and
abdomen,12 and spirometric devices do not provide this infor-
mation.
The sensor investigated in this work is intended to be a
component of a multiplexed system capable of assessing lung
function that avoids the need for flow measurement at the
mouth and provides more detailed information on the dynam-
ics of chest motion during breathing. Such a system would
facilitate further studies of respiratory physiology since no
product is currently available that can provide a completely
noninvasive and quantitative appreciation of respiratory
function.12
2 Fabrication and Transmission Spectrum of the
LPG Sensor
The PTL optical fiber was supplied by Fibercore Ltd. and was
originally designed for a cladding-pumped, erbium-doped fi-
ber laser. This fiber has a core of GeO2 /SiO2 with a radius of
2.631026 m, an inner cladding of SiO2 with a radius of
45.231026 m, and an outer cladding of SiO2 /F/P2O5 with a
radius of 62.531026 m. The fiber is not specifically designed
to be photosensitive and so its photosensitivity was increased
by hydrogenation at a pressure of 120 bar for a period of two
weeks at room temperature. A number of LPGs of various
1083-3668/2003/$15.00 © 2003 SPIEo 134.151.33.144. Terms of Use:  http://spiedl.org/terms
Embedded progressive-three-layered fiber long-period gratings . . .Fig. 1 The construction of the long-period grating sensor.lengths and periods were fabricated in the fiber using the
point-by-point writing technique13; a programmable shutter
provided this facility. The UV writing beam was generated
from a frequency-doubled argon ion laser and its power of 70
mW was focused to a size of approximately 1031026 m.
The periods of the LPGs were chosen so that the attenua-
tion bands associated with cladding modes ncl(1,1) to
ncl(1,10), which are insensitive to ns ,14 were spectrally lo-
cated in the range 1400–1550 nm to facilitate interrogation.
Two LPGs with periods of 35031026 m and 24031026 m
were embedded to produce a sensor.
Details of the sensor construction are shown in Fig. 1.
Assembly was carried out on a base pad of natural latex rub-
ber 250 by 120 mm and with a 2-mm depth. This provided
both a flexible stage as well as a thermally insulating layer for
monitoring respiratory function ~reducing the effects of rapid
ambient temperature fluctuations!. The two LPGs were fixed
using a standard cyanoacrylate adhesive to strips of carbon
steel 20031230.254 mm. The LPGs were placed in straight
grooves along the length of the steel strips to ensure that there
was no bending of the fiber during the gluing process. This
would ensure that the curvatures and shape changes experi-
enced by the LPGs were the same as the steel strips; it was
also thought that the steel would help to stabilize the tempera-
ture. Using the same adhesive, these strips were fixed parallel
to each other on the rubber base 75 mm apart. Two additional
steel strips 80 mm long provided a perpendicular link between
the sensors at either end. This framework lent longitudinal
rigidity to the system, the steel having an elastic modulus of
210 GPa,15 and this was designed to prevent the fiber ~elastic
modulus ;70 GPa! from experiencing significant axial strain.
The whole setup was then sealed on the sensor side of the
rubber base with a room temperature vulcanizing clear sili-
cone rubber to a depth of approximately 3 mm. The refractive
index of the silicone encapsulation was known to be greater
than 1.5 as a result of previous experiments involving embed-
ded LPGs written in standard fiber, where the attenuation
bands were observed to disappear.
The PTL fiber with the LPG was fusion spliced at both
ends to a standard single-mode telecom optical fiber. TheDownloaded from SPIE Digital Library on 08 Dec 2010 tspectral characteristics of the attenuation bands before and
after embedding were obtained by illuminating the LPG using
a broadband light source and observing the transmission spec-
trum with an optical spectrum analyzer ~OSA! with an accu-
racy of 60.04 nm ~see Fig. 2!.
The two transmission spectra in Fig. 2 show that the cen-
tral wavelengths of the observed attenuation bands ~1,2!,
~1,3!, and ~1,4! of the LPG have not visibly had their locations
changed as a result of being embedded. The spectral profiles
have altered, but not significantly. Changing the shape or po-
sition of the standard single-mode telecom optical fiber input
lead alters the spectral profile ~although not the position! of
the LPG’s attenuation bands. This effect may be due to the
setting up of an interferometric cavity formed as a result of
Fresnel reflections from the splices connecting the standard
and PTL fibers. Further refinement of the fusion splicing of
these two fibers should reduce this effect; alternatively, the
PTL fiber could be used for the whole of the sensing fiber.
3 Spectral Sensitivity of an LPG Sensor
The LPG sensor was subjected to three measurands—
temperature, compression, and bending—the sensitivities to
Fig. 2 The transmission spectrum of an LPG (period of 35031026 m)
written in the PTL fiber before and after embedding; an offset of 6
dBm is included on the transmission spectrum of the LPG in air for
clarity.Journal of Biomedical Optics d July 2003 d Vol. 8 No. 3 553
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Allsop et al.Fig. 3 The spectral sensitivity of an LPG (period of 35031026 m)
written in the PTL fiber and embedded in the sensor. (a) The sensor’s
silicone rubber in contact with a hot plate. (b) The sensor’s natural
rubber in contact with a hot plate. The error bars indicate the accu-
racy of the OSA (60.04nm).all of which are important for the intended application. The
sensitivity of the bare-fiber LPG to temperature had already
been investigated14 by placing the fiber on a hot plate moni-
tored using a probe with an accuracy of 60.1°C. The spectral
location of the central wavelength of the attenuation band
associated with the fourth cladding mode was monitored and
its sensitivity determined to be 0.0460.005 nm °C21.
The temperature sensitivity of the sensor unit was mea-
sured by immersing the sensor in a bath of hot water and
monitoring the wavelength as the water cooled. This approach
gave a sensitivity of (dl/dT) 50.095260.531023
nm °C21, roughly twice that of the bare-fiber LPG. This in-
crease in sensitivity ~which for our application is of course
undesirable! is due to the bonding of the fiber onto the sensor,
for although the variation of refractive index with temperature
will not be affected by the embedding, the axial thermal ex-
pansion of the LPG will be closer to that of the steel ~typical
value: 531026 °C21!,16 than glass ~typical value: 431027
°C21!.14
It should be noted, however, that this way of determining
the temperature sensitivity may not necessarily correspond all
that well to the way in which the sensor will be used in prac-
tice. The sensing fiber is embedded inside an insulating ma-
terial and in the intended application, one side of this material
may well be close to body temperature while the other side is
exposed to the vagaries of the environment. To illustrate the
effect of this, we measured the temperature sensitivity of the
sensor lying on a hot plate ~as was done with the bare fiber!
with the other surface exposed to room temperature. In this
configuration, the temperature of the fiber will be somewhere
between that of the hot plate and that of the ambient air.
Measured in this way the spectral temperature sensitivity was
only 0.02 nm °C21 with the natural rubber side on the hot
plate and 0.04 nm °C21 with the sensor inverted. The results
are illustrated in Fig. 3, along with the normal temperature
variation of the skin.17 The sensor is intended to be worn close
to the skin and be insulated from the surrounding air, and so
this is the temperature range that the sensor must normally
accommodate.
The second investigation was to determine the influence of
transverse compression on the sensor. This was achieved by
placing flat weights on the top surface ~the silicone encapsu-554 Journal of Biomedical Optics d July 2003 d Vol. 8 No. 3
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tical bench ~see Fig. 4!. For the loads applied ~up to 3.6 kg,
much higher than any load likely in the intended application!,
there was no observable wavelength shift or change in the
spectral profile of the LPG’s attenuation band. The error bars
shown in Fig. 4 again indicate the accuracy of the OSA used.
The third investigation was to obtain the spectral sensitiv-
ity of the sensor to bending, and this was achieved using the
experimental setup shown in Fig. 5. The sensor platform was
clamped between two towers; one of the clamps was mounted
on a translation stage, which was moved inward to induce a
bend in the optical fiber. For this arrangement where the LPG






where L is the half-distance between the edges of the two
towers and d is the bending displacement at the center of the
LPG.
The results for this experiment, along with a theoretically
predicted wavelength shift, are shown in Fig. 6. The theoret-
ical wavelength shift was obtained using the same approach











dR GDR , ~2!
where dneff5ncoeff2ncleffn is the differential effective index
between the cladding and the core mode and dng5ncog
2nclgn is the differential group index. The effective refractive
indices of the core and fourth cladding mode were calculated
as a function of curvature using a 2-D curvilinear hybrid
mode eigenvalue equation20,21 using the optical constants
Fig. 4 Spectral stability of embedded LPG (period 35031026 m) un-
der compression.
Fig. 5 Schematic of bending apparatus.o 134.151.33.144. Terms of Use:  http://spiedl.org/terms
Embedded progressive-three-layered fiber long-period gratings . . .Fig. 6 The central wavelength of the attenuation band (fourth mode)
of the LPG with period 35031026 m embedded in the sensor as a
function of curvature.given in Ref. 14 and assuming that the amount of birefrin-
gence induced in a typical single-mode fiber is negligibly
small for curvatures of ,2 m21 ~no splitting of the attenuation
bend!. Figure 6 demonstrates reasonable agreement between
the theoretical wavelength shift calculated at a number of dif-
ferent curvatures and the experimental results. Note that the
small amount of ‘‘noise’’ visible on the theoretical data is a
result of computational truncation errors, owing to the limited
precision of the Mathcad software. Mathcad performs all
computations in double precision ~floating point: 64 bits!,
which causes errors to occur when using the built-in Bessel
functions and their cross products with small arguments. Over
the range of curvature investigated, the spectral sensitivity of
the sensor was found to be linear, with (dl/dR) 53.747
60.006 nm m.
4 Respiratory Monitoring
In order to validate this sensor design for the intended appli-
cation, a commercial manikin used as a resuscitation training
aid was employed.22 This manikin consists of a rigid under-
frame over which is stretched a polymer skin. An air bag is
placed between the frame and skin and when inflated or de-
flated is used to simulate expansion and contraction of the
surface of the torso in volumetric proportions similar to those
of breathing. This provides a test platform for changes in di-
mension and shape similar to those that are expected in hu-
mans.
The response of the sensor was recorded at various states
of inflation at five different orientations on the manikin. Each
location is represented by a set of dimensions as indicated in
Fig. 7 and Table 1. The shift in central wavelength was also
recorded with reference to the peripheral expansion of the
dummy’s skin in Fig. 8 and Fig. 9. The variation in response
apparent between the upper and lower chest regions mimics
that which might be expected in a real subject since the ex-
pansion of the rib cage has a more significant contribution at
higher levels of ventilation.23 In our experiment, however, this
phenomenon can be attributed to the profile and position of
the internal airbag.
An inspection of Fig. 8 and Fig. 9 shows that the spectral
response of the LPG sensor as a function of peripheral expan-
sion of the manikin’s skin varies from position to position.
The errors illustrated in these figures correspond to the spec-Downloaded from SPIE Digital Library on 08 Dec 2010 ttral accuracy of the OSA ~60.04 nm! and a circumference
error of 61 mm. The circumference error is an estimate of the
variation of the manikin’s skin deformation between each set
of results. The curves shown in Fig. 8 and Fig. 9 are presented
simply as guides for the eye to better illustrate the different
responses at the various locations.
As noted earlier, the sensor is temperature sensitive. In
normal use it would be worn next to the skin and insulated
from the environment, so that it would be subjected to a likely
temperature variation of only 32 to 35 °C.17 The maximum
wavelength uncertainty associated with this temperature range
is about 60.14 nm ~using the temperature sensitivity of 0.095
nm °C21!. Combining this with the curvature resolution of
61.131022 m21 for the sensing scheme leads to a relative
error in the circumference that varies between 60.3 and
62.3%, corresponding, respectively, to positions 1 and 3 on
the manikin.
To improve on the accuracy, we plan to investigate two
approaches to dealing with the temperature cross-sensitivity.
First the steel supports are to be replaced by carbon-fiber
sheets in which the thermal expansion coefficient is typically
in the range of 6431027 °C21, depending on the material’s
composition. This should in principle allow the temperature
sensitivity of the sensor platform to be significantly reduced.
Second, a fiber Bragg grating may be used to discriminate
between bending and temperature.24
A conservative estimate of the number of sensors required
for the intended application was made using chest profile data
obtained from a computed tomography ~CT! imager. A single-
line profile from the upper chest of a male subject was chosen
because it constituted the most complex geometry from the
image data. This profile was then modeled using a seventh-
order polynomial, and the profile length of the curve was
evaluated symbolically as a line integral to give the cross-
sectional area and then squared for the volumetric error. This
value was then compared with the same line evaluated nu-
merically ~simple trapezoidal integration! at varying discrete
intervals along the profile. Assuming that an identical longi-
tudinal and lateral resolution is needed to represent the overall
profile of the torso by squaring the results, Fig. 10 depicts the
total number of sensors required versus volumetric error. This
error may be reduced further with the application of cubic-
spline interpolation. Linking this to generally accepted volu-
metric performance standards for spirometric devices,25 about
Fig. 7 The positioning of the LPG sensor platform on the manikin.Journal of Biomedical Optics d July 2003 d Vol. 8 No. 3 555
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Maximum detected wavelength shift
(nm)
1 90 50 50 250 1.05
2 185 50 50 185 3.18











Maximum detected wavelength shift
(nm)
4 100 25 165 165 1.98
5 205 128 165 165 1.70twenty such sensors would be required for this application
using cubic-spline interpolation. Of course the resuscitation
manikin provides only a simple approximation to the behavior
of the human torso during respiration. The location and num-
ber of sensors required to monitor respiratory function within
acceptable standards25 will need to be investigated experimen-
tally using volunteers instrumented with an array of improved
sensor platforms working in conjunction with a suitable mul-
tiplexing and interrogation scheme.
There are several possible multiplexing and interrogation
techniques that could be used. We have considered the use of
a broadband light source illuminating a series of in-line LPGs
combined with a miniature fiber-optic spectrometer ~e.g.,
those from Ocean Optics26! to record the transmission spectra
of the LPGs. Our concern is that the limited spectral resolu-
tion of these spectrometers would seriously limit the curvature
resolution of the interrogation scheme. The sensing scheme
that is being investigated is based upon a derivative spectros-
copy technique in which an in-line series of sensing LPGs are
being interrogated by spectrally matched fiber Bragg
gratings.27
For the intended application, a number of alternative ~non-
optical! sensing elements could also in principle be used.
Most schemes are based on strain measurement ~e.g.,
capacitance28 and resistance29 gauges or bistable switches30!
and as such are not directly applicable to surface profile re-
construction because a dynamic model of the motion of themedical Optics d July 2003 d Vol. 8 No. 3
Downloaded from SPIE Digital Library on 08 Dec 2010 tthorax and abdomen during breathing would be required on
which localized strain measurement could be used to infer
changes in geometry. It is a considerable task to create a
model that would accurately describe respiratory interactions
over a broad range of subjects. The solution detailed here
sidesteps the need for such a model because geometry is the
fundamental measurand and the chest surface profile can be
obtained directly from sensor signals.
While other optical-based bend-sensing elements have
been developed ~e.g., the Shape Tape developed by the Cana-
dian Space Agency31!, these do not possess the ability to be
serially multiplexed, relying as they do on curvature-
dependent attenuation, and commercially available configura-
tions of these sensors do not lend themselves to this applica-
tion because they are arranged linearly on one strip of steel,
and that platform cannot be stretched. The curvature resolu-
tion of the Shape Tape is about 1023 m21, which is compa-
rable to the interrogation scheme we have under
investigation.27 Our approach allows the simple multiplexing
of the sensors, providing the ability to scale up the approach
to multiple sensors without a dramatic increase in the size of
the peripheral electronics.
6 Conclusion
The spectral characteristics of an embedded long-period grat-
ing fabricated in a PTL fiber were investigated. The spectralFig. 8 Spectral functionality of the LPG sensor positioned on the
lower chest.Fig. 9 Spectral functionality of the LPG sensor positioned on the up-
per chest.o 134.151.33.144. Terms of Use:  http://spiedl.org/terms
Embedded progressive-three-layered fiber long-period gratings . . .Fig. 10 Density of sensing positions versus volumetric error for recon-
structed CT scan chest profile data. Solid and broken curves represent
the errors from the trapezoidal approximation and 4-point cubic
spline interpolation, respectively.location and profile of the attenuation bands were found to be
unaffected by embedding the LPG, although the temperature
sensitivity was increased. A curvature spectral sensitivity of
3.747 nm m with a curvature resolution of 61.131022 m21
was found for this sensor. Axial strain for this sensor in the
intended application can be assumed to be negligible because
the sensor is fixed to an axially rigid steel support.
Normal skin temperature variations limit the accuracy of
the sensor to a worst-case equivalent error in a circumference
measurement of 62.3%. Where this is insufficient or where it
cannot be guaranteed that the sensor will be in contact with
the skin, we have identified two avenues toward improving or
controlling the temperature sensitivity—the use of a carbon
fiber support frame or the incorporation of an additional
Bragg grating temperature sensor.
It has also been demonstrated that such a sensor can be
used to distinguish among the geometric variations associated
with different locations on a simulated torso during respira-
tory movement. We have shown that, in theory, an array of
approximately twenty such sensors should be sufficient to
generate a geometric profile of the chest and abdomen in three
dimensions with the necessary accuracy.
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